
 
12V 7AH Battery Replacement: 

 
1. Disconnect the WiBox from the wall power and the leads plugging into your 

router and fiber box. The indicator light should turn from green to red. 
2. If your WiBox has a battery isolator switch, switch it to the off position, the 

indicator light should go off. 
3. Remove the front panel cover of your WiBox, by unscrewing the 2 screws on 

either side of the front panel using a Star screwdriver. 
4. Remove the front panel to reveal the battery. 
5. Lift the battery and place it upright in the housing, so the connected contacts 

are facing up. 
6. Remove the battery contacts off of the terminals by pulling firmly down on 

the wire. Take note which wire is on the positive and negative terminal. 
7. The battery runs at 12V and cannot shock you, do not be alarmed if there is a 

small spark. 
8. Install the new battery by connecting the corresponding lead to the battery 

terminal (Red + with Red +; Black/White – with Black --).  
9. Switch the battery switch to the on position, the WiBox light should turn red- 

this shows you have installed the battery correctly. 
10. Place the battery back in the housing.  
11. Screw in the front panel. 
12. Immediately after battery installation turn the battery isolator switch to the 

On position; the indicator light should turn red.  
13. Plug the WiBox into wall power, the indicator light should turn green. 
14. Proceed to plug in your devices (router and fiber box) 
15.  Do not disconnect the WiBox from the wall power for more than 48H. 

Should you wish to store the device disconnect the battery or turn Off the 
battery isolator switch. 

 
 
 
 
 
 
*Battery replacement is done at the users own risk 
*By opening the WiBox, you accept the terms and conditions; 
https://arionpower.co.za/privacy-policy/  



 


